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AMENDMENTS TO THE CLAIMS 

1. (Currently Amended) An elevator installation having a car and a counterweight 
connected by a drive means and movable in a an elevator shaft comprising: 

a pair of car guides adapted to be mounted in the elevator shaft; 
a pair of counterweight guides adapted to be mounted in the elevator shaft; 
a crossbeam attached to said counterweight guides and to at least one of said car guides; 
and 

a drive motor mounted on said crossbeam and coupled to a pair of drive pulleys adapted 
for engaging the drive means to move the car and the counterweight in the 
elevator shaft wherein said drive pulleys are operativelv connected by a driveshaft 
with said drive motor and a brake and said drive pulleys are arranged between said 
drive motor and said brake on said drive shaft . 

2. (Original) The elevator installation according to claim 1 wherein said drive pulleys are 
arranged on opposite sides of an imaginary line horizontal connector of said car guides. 

3. (Currently Amended) The elevator installation according to claim 1 wherein said drive 
pull e ys means are oporativoly connected by a shaft with belts and said drive pulleys are smaller 
in diameter than said drive motor ft*4»a and/or said brake . 

4. (Currently Amended) The elevator installation according to claim 3 I wherein said 
drive pulleys are arranged b e tw ee n said drive motor and s aid brake on s aid s haft adjacent 
O pposite sides of one of said car guides . 

5. (Currently Amended) The elevator installation according to claim 3 1 wherein said 
drive motor and said brake are mounted on a bracket fastened to said crossbeam. 

6. (Original) The elevator installation according to claim 5 wherein said bracket is 
mounted at a center region of said crossbeam. 
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7. (Original) The elevator installation according to claim 5 wherein said drive pulleys are 
arranged substantially in a region within an enclosure of said bracket. 

8. (Original) The elevator installation according to claim 1 wherein said counterweight 
guides and said at least one of said car guides are positioned at apices of a substantially 
horizontal triangle and said crossbeam is fastened at end regions to said counterweight guides 
and at a center region to said at least one of said car guides. 

9. (Currently Amended) The elevator installation according to claim 1 wherein said car 
guides and counterweight guides are arranged to extend substantially vertically in the elevator 
shaft and said crossbeam is arranged to extend substantially horizontally in the elevator shaft. 

10. (Currently Amended) An elevator installation having a car and a counterweight 
connected by a drive means and movable in a an elevator shaft comprising; 

an elevator shaft; 

an elevator car movable in said elevator shaft along a pair of car guides mounted in said 
shaft; 

a counterweight movable in said elevator shaft along a pair of counterweight guides 

mounted in said elevator shaft; 
a crossbeam attached to said counterweight guides and to at least one of said car guides; 

and 

a gearless drive motor mounted on said crossbeam for engaging the drive means and 
moving said car and said counterweight in said elevator shaf t, said drive motor 
being connected by a drive shaft to a pair of drive pulleys engaging the drive 
means, said drive pulleys being adjacent one another and positioned on opposite 
sides of one of said car guides . 
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11. (Original) The elevator installation according to claim 10 including at least two drive 
means connecting said car and said counterweight, each said drive means having two ends and 
each of said ends being fixed to one of a wall of the shaft, a ceiling of the shaft, one of said 
counterweight guides, one of said car guides, said crossbeam, said counterweight and said car. 

12. (Original) The elevator installation according to claim 10 including at least two drive 
means connecting said car and said counterweight and wherein said drive means are belts. 

13. (Currently Amended) The elevator installation according to claim 10 wherein said car 
is suspended in said elevator shaft with a 2:1 ratio and said drive motor is arranged in a region 
above a travel path of said counterweight in said elevator shaft. 

14. (Currently Amended) The elevator installation according to claim 10 wherein said car 
is suspended in said elevator shaft with a 2:1 ratio and said drive motor is arranged in a region 
above a travel path of said car. 

15. (Currently Amended) The elevator installation according to claim 10 wherein said car 
is suspended in said elevator shaft with a 2:1 ratio and said drive motor is arranged in a region 
above a travel path of said car and a travel path of said counterweight. 

16. (Currently Amended) The elevator installation according to claim 10 wherein said car 
is suspended in said elevator shaft with a 1:1 ratio and said drive motor is arranged in a region 
above a travel path of said car. 

Claims 17-20 (Cancelled) 



000132702\0l 27\693745-l 

4 



PAGE 5113 * RCVD AT 5/8/2006 8:11:00 AM [Eastern Daylight Time] ' SVR:USPTO-EFXRF-2/16 ' DNIS:2738300 * CSID:2482581439 1 DURATION (mm-ss):03-48 



MAY '08 2006 08:09 FR BUTZEL LONG 



2482581439 TO 915712738300 



P 



21. (New) An elevator installation having a car and a counterweight connected by a drive 
means and movable in an elevator shaft comprising: 

a pair of car guides adapted to be mounted in the elevator shaft; 

a pair of counterweight guides adapted to be mounted in the elevator shaft; 

a crossbeam attached to said counterweight guides and to at least one of said car guides; 

a drive motor mounted on said crossbeam and connected to a drive shaft; and 

a pair of drive pulleys adapted for engaging the drive means to move the car and the 
counterweight in the elevator shaft wherein said drive pulleys are connected to 
said drive shaft and are positioned adjacent to one another on opposite sides of an 
imaginary line horizontal connector extending between said Car guides. 

22. (New) The elevator installation according to claim 21 wherein said counterweight 
guides and said at least one car guide are positioned at apices of a substantially horizontal 
triangle and end regions of said crossbeam are fastened to respective ones of the counterweight 
guides. 

22. (New) The elevator installation according to claim 22 wherein a center region of said 
crossbeam is attached to said at least one car guide. 

23. (New) The elevator installation according to claim 22 wherein said drive motor is 
mounted in an area of the triangle substantially above one of the counterweight and the car. 



000 1 32702V01 27V593745- 1 



5 



PAGE 6/13 * RCVD AT 5/8/2006 8:11:00 AM [Eastern Daylight Time] * SVR: USPT0-EFXRF-2/1 6 * DNIS:2738300 1 CSID:2482S81439 1 DURATION (mm-ss):0348 



